STANDARD SYMBOL

DETAIL C-6 CLEAR WATER DIVERSION PIPE CWD — 12

DESIGNATION CWD-12 REFERS TO
12 INCH CLEAR WATER DIVERSION.

PIPE AS SHOWN ON PLAN

SANDBAG DIKE
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OUTLET TREATMENT
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SANDBAG DIKE

PLAN VIEW DEWATERING DEVICE
IMPERMEABLE SHEETING

SANDBAG TO
ANCHOR SHEETING
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PROFILE OF SANDBAGS SECTION THROUGH SANDBAGS

3
O
N

CONSTRUCTION SPECIFICATIONS

1.

FLEXIBLE PIPE IS PREFERRED. HOWEVER, CORRUGATED METAL PIPE OR EQUIVALENT PVC PIPE CAN BE
USED. MAKE ALL JOINTS WATERTIGHT.

2. FOR SANDBAGS USE MATERIALS THAT ARE RESISTANT TO ULTRA—VIOLENT RADIATION, TEARING, AND
PUNCTURE AND WOVEN TIGHTLY ENOUGH TO PREVENT LEAKAGE OF FILL MATERIAL.
3. USE 10 MIL OR THICKER, UV RESISTANT, IMPERMEABLE SHEETING OR OTHER APPROVED MATERIAL
THAT IS IMPERMEABLE AND RESISTANT TO PUNTURING AND TEARING.
4. PLACE IMPERMEABLE SHEETING SUCH THAT UPGRADE PORTION OVERLAPS DOWNGRADE PORTION BY A
MINIMUM OF 18 INCHES.
5. SET HEIGHT OF SANDBAG DIKE AT TWICE THE PIPE DIAMETER. MAINTAIN HEIGHT ALONG LENGTH OF
SANDBAG DIKE. PLACE DOUBLE ROW OF SANDBAGS.
6. AT A MINIMUM, SECURELY ANCHOR DIVERSION PIPE AT EACH DOWNGRADE JOINT.
7. SET OUTLET END OF DIVERSION PIPE LOWER THAN INLET END.
8. PROVIDE OUTLET PROTECTION AS REQUIRED ON APPROVED PLAN.
9. DEWATER WORK AREA USING AN APPROVED EROSION AND SEDIMENT CONTROL PRACTICE AS SPECIFIED
ON APPROVED PLAN.
10. KEEP POINT OF DISCHARGE FREE OF EROSION. MAINTAIN WATER TIGHT CONNECTIONS AND POSITIVE
DRAINAGE. REPLACE SANDBAGS AND IMPERMEABLE SHEETING IF TORN.
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